REVISIONS

ECO NO. |REV. DESCRIPTION DATE REV. / APPV. BY
A RELEASED FOR MANUFACTURING 4/4/12 WAJ
A75ToI9RED  cwROTATE
17 I 20 BLACK B ADDED WIRE DIAGRAM 1/8/2014 WAJ/VP
o—o0 | o<UbBLAL! CCW ROTATE
_|_17 WHlTE STRIP BACK INDIVIDUAL WIRES C ADDED WIRE NOTES 1/30/2014 WAJ/VP
17 INSULATION AS NEEDED AND
CONNECT TO SWITCHES. ALL
WIRE CONNECTION TO
SWITCHES SHOULD PASS 25 Lbs.
25 22 YELLOW TILT HORIZONTAL PULL TEST. NO STRAY STRANDS
<20 |[o—
FROM WIRE AND SWITCH
CONNECTION ALLOWED.
0255 o23BLUE TILT VERTICAL ©
25 25 BROWN
THREAD STRAIN RELIEF ON COIL CORD.
LEAVE THIS END OF THE COIL CORD
INSULATION AND WIRES ALONE.
INSULATION WILL BE STRIP BACK
CABLE OUTSIDE INSULATION ‘ AT ASSEMBLY.
SHOULD COME THROUGH TO ) )
PENDANT INSIDE ENCLOSURE \
CIVILITY, BEFORE BEING
STRIPPED BACK.
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@/ — 7 1 13300264 LABEL, PENDANT PART NUMBER, 1-1/4" X 3/8", WHITE & BLACK
6 1 13300337 13300337 PENDANT LABEL FOR TILTING AND ROTATING
5 2 073-03-1202 STRAIN RELIEF, METAL WIREMESH, 1/2" NPT, .43 TO.54 CORD w LOCK NUT
0 4 1 CC18/7-48/06 COIL CORD, 18 GAUGE/4 CONDUCTOR, 20' EXTENDED LENGTH
@/ 3 2 SWS22RMOL-P3S3-1010-TFB| SELECTOR SWITCH, 3 POSITION MOMENTARY, CENTER MAINTAINED (2NO) 22MM
2 1 28100273 28100273 PENDANT BRACKET, STANDARD FOR EP-P1 PENDANTS
& 1 1 71800127 71800127 PENDANT ENCLOSURE ASSEMBLY, FOR 3 BUTTON "ANVER SAFETY" PENDANT
@/ \ v, ITEM | QTY DWG# PART NUMBER DESCRIPTION
MATERIAL: UNLESS OTHERWISE SPECIFIED FIRST
SEE BOM REMOVE ALLBURRS & | a0 ANVE ®© 3355@15%% ORl%gD
BREAK SHARP EDGES DWN: 14/ W Em ¥ ’
T S T TR WILLEM JANSEN 41412012 W/  (978)568-0221
INTERNAL FILLETS N/A ENG:
Notes: ANGLES | N/A PENDANT WITH TILT AND
) TOLERANCES INCHES |CHK:
e ROTATE CONTROL
XX £ .25 APR:
XXX £ N/A
FINISH: SIZE DWG NO.
T e DAL DA L TECHICAL MRS D T = B 71800168
THEREOF AY BE MADE WITHOUT WRITTEN PERMISSON FROM ANVER CORPORATON. | THRD ANGLE  [SATE : SHEET REV
| PROXCTON 1:275 | 10F1 [ C

CONTROL CODE: EA



