
PROJECTION
THIRD ANGLE

®

CORPORATION

REVISIONS
ECO NO. REV. DESCRIPTION DATE REV. / APPV. BY

A RELEASED TO MANUFACTURING 11/1/2012 ENM / V XP

B
21030845 WAS 21000383

ADDED NOTES 1-5
DESCRIPTONS NOW READ "Low Profile"

11/27/2012 ENM / VXP

C REVISED IMAGE & NOTES TO REFLECT 
CHANGES TO P/N: VP126 5/14/2013 KMM / VXP

D REMOVED FENDER WASHER 
P/N:FEN112X38 3/31/2014 KLC / VXP

E
REPLACED SLIDE ASSEMBLY

P/N: 72300019 WITH P/N: 72300313, 
REMOVED CHART AND UPDATED BOM & 

TITLE BLOCK
4/10/2015 KLC / VXP

ITEM PS126Q-NBR300T
QTY

PS126Q-NBR-T
QTY.

PS126Q-SI300T
QTY.

PS126Q-SI-T
QTY. DWG# PART NUMBER DESCRIPTION

9 4 4 4 4 SP094-1250-175 SPRING, .094"WD X 1.250"OD X 1.75"FL (NICKEL PLATED)

8 8 8 8 8 FLW38 FLAT WASHER, 3/8", STEEL, ZINC PLATED

7 4 4 4 4 SHCSM10X110 SCREW, SOCKET HEAD CAP, M10 X 110MM, STEEL, ZP, CLASS 12.9, PITCH 1.5

6 4 4 4 4 SP128-0940-200 SPRING, .128"WD X 0.940"OD X 2"FL

5 4 4 4 4  13RS062565B SPACER, BLACK NYLON .625" X .45" X .625"

4 4 4 4 4 21030845 21030845 MOUNTING HUB, M10-1.5 (NICKEL PLATED)

3 1 - 1 - 72300313 72300313 PAD SLIDE, ADJUSTABLE, QUAD MNT., 8" DIA. B.C. & 4" X 6.5" MTG. PATTERN, 3" SQ. BEAMS

2 - - 1 1 76201021-1022 VP126-SI VACUUM PAD, VP126-SI, QUAD OR SWIVEL MOUNT, SILICONE SEAL

1 1 1 - - 76201021-1022 VP126-NBR VACUUM PAD, VP126-NBR, QUAD OR SWIVEL MOUNT, NITRILE SEAL

SEE NOTES 1 & 2

NONE

SEE BILL OF MATERIAL
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APPLICATION DATA HEREIN IS CONSIDERED CONFIDENTIAL.  NO USE OR DISCLOSURE 

HUDSON, MA 01749BREAK SHARP EDGES

UNLESS OTHERWISE SPECIFIED

SHEET 11

3" SQ. BEAMS, LOW PROFILE
VP126 (SERIES) QUAD MOUNT,
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THIS DRAWING, RELATED DETAIL DRAWINGS & TECHNICAL INFORMATION SUPPLIED WITH 

THEREOF MAY BE MADE WITHOUT WRITTEN PERMISSION FROM ANVER CORPORATION.
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TOLERANCES

REMOVE ALL BURRS &

THEM ARE THE PROPERTY OF ANVER CORPORATION.  ALL EQUIPMENT DESIGN & 
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PAD SUSPENSION ASSEMBLY,

MATERIAL:

FINISH:

NOTES:
 

1. THREAD MOUNTING HUB (ITEM 4) ONTO SOCKET HEAD CAP SCREW
  
    ALL THE WAY TO THE END OF THREADS AND HAND TIGHTEN.
  
2. THREAD THE SCREW AND HUB ASSEMBLY INTO VACUUM HUB (ITEM 1) 
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